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Vyrobce - Manufacturer PPH KOSTRZEWA Spj. j
ul. Suwalska 32A 2
11-500 Gizycko 3
Polsko - Poland g

Vyrobek - Product Kotel teplovodni - Hot-water boiler :

Twin Bio Luxury Compact 8, Twin Bio Luxury Compact 10,
Typove oznadeni - Type designation Twin Bio Luxury Compact 12, Twin Bio Luxury Compact 16,
Twin Bio Luxury Compact 24

Nafizenf Komise (EU) &. 2015/1188, piioha I, &, 1~

. =4 8 ] Commission Regulation (EU) No. 2015/1189, Annex i, Art.1
PoZadavky na ekodesign - Ecodesign requirements Nafizeni Komise (EU) &. 2015/1189 —

Commission Regulation (EU) No. 2015/1189
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Metoda zkou3ek - Test method CSN EN 303-5:2013
Zpltsob topeni - Heating method automatické - autornatic
Preferované palivo - Preferred fuei dievni pelety-C1 — wood pellets-C1

Vysledky - Resuits
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Typ — type Twin Bic Luxury Compact
8 10 12 15 24

Jmenovity vykon — Mominal output
2 CO (10% O) mgimy’ 143 72 69 14 81
= OGC (10% O2) mg/m,’ 3 2 1 2 5
= Prach - Dust (10% Oz2)  mg/m,® 36 a7 25 20 22
: NOx (10% 02) mgime> 156 176 175 185 142
| Szgﬁ":ﬁ?c‘:tg‘n“gt E % 84. 84.4 84.1 84.5 83.7

8nizeny vykon — Minimum oufpuf

CO (10% Op) mg/my° 453 453 312 277 165
OGC (10% Qo) mg/mn° 18 18 9 10 10

Prach - Dust (10% O2) mg/my® 33 33 38 23 23

NOx (10% 02) mg/m,® 152 152 177 149 138
Uzitecna udinnost —

Tasriemcenicy % 80.6 80.6 80.8 82.7 84.0

Sezonni emise - Seasonal emissions

€O (10% O,) mg/m,’ 407 396 276 238 152
OGC (10% O3) mg/m,* 16 16 8 g 9

Prach - Dust{10% Oz}  mg/m,® 34 36 23 23
NOx (10% 02} mgim,® 177 151 138
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12 16
81.3 83.0
% 3.0 3.0 30 3.0
% 2.1 2.1 20 1.5
Sezonni energeticka Gcinnost - Seasonal space heating snergy efficiency

ns % 76 76 76 79

Index energetické Gdinnosti - Energy Efficiency Index
EEI 113 113
Tfida encrgetické O&innosti - Energy Efficiency Class

A+

Protokoly &. - Reports No.

32-0491/1/T, 32-0491/2/T, 32-0491/3/T, 32-0491/4/T a protokoly
navazujici - and folfow-up reports,

vydané Zkusebni laboratofi &. 1045.1, akreditovanou CIA 0.p.s.,
Sislo osvédéeni o akreditaci 491/2018

issued by Testing L aboratory No. 1045.1, accredited by CAl,
Accreditation Cerntificate No. 491/2018

Podklad pro vydani osv&déeni
- Basis for Ceriificate issue

Strojirensky zkuSebni dstav, s.p. timto osvédeni o zkoudce potvrzuje, Ze u piedmétného wyrobku proved
zkougky a vypolty s vySe uvedenymi vysledky.

The Engineering Test Institute certifies by this Certificate of Test fo have conducted for the given product the test
and calculation with above stafed results.

Brno 2019-02-22

ilan Holomek
vedouci zkugebny tepelnych a ekologickych zafizeni
Head of Heat and Ecological Equipment Test Station
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